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OPERATIONAL DATA 501s 701s - 701sp

Operational weight* 1810 kg 2400 kg * 2450 kg

Working load 510 kg 680 kg

Tipping load 1020 kg 1360 kg

Bucket content levelled 0,21 m® 0,29 m®

Bucket content heaped 0,26 m® 0,36 m*

ENGINE

Make/type YANMAR 3TNV88 YANMAR 4TNV88 « YANMAR 4TNV84 Turbo
Model water cooled water cooled

3-cylinder diesel engine

4-cylinder diesel engine

Net engine output 27 KW (36 HP) 34 kW (46 HP) - 39 kW (52 HP)
Capacity 1642 cm?® 2189 cm?® » 1998 cm?®
Operating speed 3000 min™' 2800 min

Battery 12V, 71 Ah 12V, 88 Ah

Diesel tank volumes 45 | 52 |

HYDRAULIKSYSTEM

Pumps gear pumps gear pumps

Work hydraulics operational pressure 185 bar 210 bar

Work hydraulics hydraulic output 42 1/min 62 I/min « —

Work hydraulics hydraulic output ,,Powerflow* —+115 I/min

Hydraulic oil cooler

combi-cooler, standard feature

combi-cooler, standard feature

Hydraulic tank content

45|

55 |

TRAVEL DRIVE
Pumps

Axial piston-variable displacement pump

Axial piston-variable displacement pump

Travel speeds

10,5 km/h

12 km/h

Standard tyres

27 x8,56-15

10 x 16,5

Drive concept

Quattrostatic® = 4 separate
travel motors/gear units

Quattrostatic® = 4 separate
travel motors/gear units

Brake

hydraulic parking brake

hydraulic parking brake

*incl. standard bucket, full tank and driver (80 kg).



STANDARD EQUIPMENT 501s

701s « 701sp

ENGINE

Water cooled 3-cylinder YANMAR diesel engine

HYDRAULICS

Arm floating position
Hydraulic parking brake
Frontal auxiliary hydraulics
Combi-cooler

CABINS

ROPS/FOPS Level 1, with 12V power socket, interior
lighting plus luggage rack and lock-up document box.

Control with a big instrument selection
Adjustable driver’s seat

Unrolling safety belt

Safety shackle

Load hooks

Lexan safety roof

TRAVEL DRIVE

Quattrostatic®: 4 separate travel motors driving the

wheels via reduction gear unit.

Advantages

- Travel drive without chains

- No chain boxes giving greatest possible chassis clearance
- No maintenance of travel drive

FURTHER ADVANTAGES

Universal fast change system

OPTIONAL FEATURES 501s

ENGINE

@B Water cooled 4-cylinder YANMAR diesel engine
@& Water cooled 4-cylinder YANMAR diesel engine
with turbo-charging

HYDRAULICS

Hydraulic controlled travel drive and work hydraulics
Tandem pump load limit regulation

Arm floating position

Hydraulic parking brake

Frontal auxiliary hydraulics

combi-cooler

@ . Powerflow”

Increased oil flow in the auxiliary hydraulic system
(2 auxiliary hydraulics connections + 3 “Powerflow”-
connection points

CABINS

ROPS/FOPS Level 1, with 12V power socket, interior
lighting plus luggage rack and lock-up document box

Dashboard with extensive instrumentation display
Adjustable seat designed for added comfort
Adjustable armrest

Unrolling safety belt

Safety shackle

Interior rear mirror

Load hooks

Lexan safety roof

TRAVEL DRIVE

Quattrostatic®: 4 separate travel motors driving the

wheels via reduction gear unit.

Advantages

- Travel drive without chains

- No chain boxes giving greatest possible chassis clearance
- No maintenance travel drive

FURTHER ADVANTAGES

Bucket parallel guide (can be switched for upwards movement)
Gas pedal
Universal fast change system

701s « 701sp

Airboss® tyres

Work floodlight at rear

BP-Biohyd SE 46

Panolin bio oil

Anti-theft system

Turning light

Single point lifting unit.

FOPS roof level 2

Gas pedal

Interior rear mirror

Comfortable seat

Reverse warning signal

Mirror package (mirrors right and left)

Bucket parallel guide

(can be switched for up movements)

Narrow tyre (width with narrow bucket 1190 mm)
Security 24 (1500 Std.), Security 24 (2000 Std.)

Side windows

Special RAL paintwork (colour only for yellow parts)
Special non-RAL paintwork (colour only for yellow parts)
Road permit package

Extensive attachments range

Protection against vandalism

Hydraulic controls (hydraulic controlled travel drive and
work hydraulics incl. load limit regulation of the tandem
pump; choice of ISO controls or two-hand controls (H-controls)

Airboss®-tyres

Work floodlight at rear

BP-Biohyd SE 46

Panolin bio oil

Anti-theft system

Turning light

Single point lifting unit.

FOPS roof level 2

Stabiliser at rear for arm

Cabin full glazing

Reverse warning

Mirror package (mirrors right and left)

Narrow tyres (width with narrow bucket 1370 mm)
Security 24 (1500 hrs.), Security 24 (2000 hrs.)
Side windows

Special RAL paintwork (colour only for yellow parts)
Special non-RAL paintwork (colour only for yellow parts)
Road permit package

Extensive attachments range

Vandalism protection

Two-hand controls (H controls)

Wacker Neuson reserves the right to introduce changes without prior notice. Liability is not accepted for the data given.




The Wacker Neuson Skid Steer
Loaders 501s * 701s * 901s * 1101c:
Built for power in

every weight class.

Superbly equipped to meet the demands of any job where
increased productivity is essential:

- construction industry.

- gardening and landscaping.

- agriculture.

- logistics.

- recycling management.

Simply put, wherever superior power reserves are every

bit as important as intelligent hydraulics, professional basic
equipment and operational safety: Compact Equipment —
of the very best standard.

www.wackerneuson.com

WACKER
NEUSON

1000189212/November-2008/Heidimair/Friedrich VDV





